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CAD FiLE: OU/2-01
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EXISTING
Y MAST ARM e CONSTRUCTION DETAILS
A. INSTALL 27° STEEL POLE WITH A 50' MAST ARM, A 42' MAST ARM, SIGNAL HEADS, SIGNS,
o STEEL POLE ® A 20" LIGHTING ARM AND A 250 WATT HPS LUMINAIRE
(NOTE: 1~2" GALVANIZED, 90 DEGREE ELBOW).
<lo TRAFFIC SIGNAL HEAD e Ll B. INSTALL 27 STEEL POLE WITH A 44' MAST ARM, SIGNAL HEADS, SIGNS,
A 20' LIGHTING ARM AND A 250 WATT HPS LUMINAIRE.
<3-P—  PEDESTRIAN SIGNAL HEAD - P— Y (NOTE: 1-2" GALVANIZED, 90 DEGREE ELBOW).
<C , C. INSTALL BASE MOUNTED CABINET AND CONTROLLER WITH ALL NECESSARY
= SIGN H S l EQUIPMENT. (NOTE: 1—2" AND 2—4" GALVANIZED, 90 DEGREE ELBOWS).
. D. INSTALL 6' x 6 LOOP DETECTOR ENCASED IN 1/4" FLEXIBLE TUBING
¥ STREET LIGHT ¥ <IN | NOTES: (3-TURNS).
E. INSTALL 6 x 40' LOOP DETECTOR ENCASED IN 1/4" FLEXIBLE TUBING
N HANDBOX . oy > \ - 1. TEST PITS REQUIRED FOR VERIFICATON F |(:s—'rﬁ 1TU Rﬁvk'ﬁ%f% gz%mc& CONDUIT (DETECTOR WARE
_——— CONDUIT === D—:- ! ' OF WATER LINE LOCATION. " SLEEVE).
- UNDERGROUND UTILITIES prd \ G. INSTALL 3" GALVANIZED STEEL ELECTRICAL CONDUIT (SLOTTED).
— CONTROLLER - ELECTRIC E \ : : . INSTALL 4 GALVANIZED STEEL ELECTRICAL CONDUIT (SLOTTED).
TELEPHONE T % 1 3. FINAL LOCATION OF SIGNAL HEADS AND J. INSTALL HANDBOX.
CONTROLLER WITH PAD E ! ‘ OVERHEAD SIGNS TO BE IDENTIFIED BY K. INSTALL 2° PVC ELECTRICAL CONOUIT (TRENCHED)
GAS o O ! HOWARD COUNTY IN THE FIELD. L. INSTALL 2" GALVANIZED ELECTRICAL CONDUIT (TRENCHED).
X WOOD POLE w i M. INSTALL 620’ LOOP DETECTOR ENCASED IN 1/4" FLEXIBLE TUBING
SEWER S =z | ‘ (2—4—2 TURNS) QUADRUPOLE TYPE.
(D) MANHOLE ™ WATER W «
ow.v. WATER VALVE ow.v. CABLE TV v
oev. GAS VALMVE eV.
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